
CURRIES
ELECTROLYNX SYSTEM

An ASSA ABLOY Group company ASSA ABLOY

®

“Hardwiring Made Easy”

The ElectroLynx System makes a CURRIES door and 
frame compatible with any similarly equipped 
ASSA ABLOY hardware components.

The Electrolynx System can be installed in these 
CURRIES door series: 707, 727, 737, 747, 757, 847, and 857.

The wiring harness consists of 15 conductors of 22 gauge
wire in a strong durable PVC jacket that completely 
protects the conductors inside a door or frame.

A minimum of  three or more hinge preparations are
required on doors and frames using an electrified hinge
because the hinge must be installed on an intermediate
hinge position.

Some hardware and trim combinations may require 
the use of multiple ElectroLynx System wiring cables.

Doors and frames equipped with the ElectroLynx System
wiring harness and quick connectors may be fire labeled.

Frames are equipped with a wiring harness with
ElectroLynx connectors at the hinge, strike or other 
hardware preparation end and a bare wire end in a 
junction box at the head of the frame for standard 
connection to the building wiring.

Pre-wired Doors and Frames!
The ElectroLynx System inside a steel door and frame

includes a one piece prefabricated wiring harness equipped
with ElectroLynx quick connectors. It is an efficient, labor
saving alternative to using conduit inside a door, which
requires the additional step of installing wires at the job
site. With the ElectroLynx System, installation of electrified
hardware on an opening can be accomplished by any door
and hardware installer without the need for a licensed
electrician.  

TM

TM

Look For The LYNX.
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The rabbet of the frame may be ordered with a 1 inch 
diameter knockout for future application of a door 
position switch.  

KD (knocked down) frames have a cover box with conduit 
knockouts over the electric hinge, strike and position switch
preparations. The ElectroLynx System wiring harness is sold 
separately and conduit is provided by others.

Welded frames have a cover box over electrified hardware 
preparations with conduit providing a connection up to a 
junction box in the head of the frame with conduit knockouts
suitable for connection of building electrical system. The
ElectroLynx System wiring harness is installed running from each
electrified hardware preparation up to the junction box. The
ElectroLynx System wire harness has ElectroLynx System quick
connectors at the hardware preparation ends and bare wires at
the junction box end for standard connection to the building
wiring.   
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* Based on 3/4" (19) end channel depth. 
Varies for hardware mounted in bottom of 
door (EG-Door bottoms).

** Minimum of three hinges when ElectroLynx 
System is ordered. Standard location shown.
Additional electric hinge preparations for 
multiple ElectroLynx Systems are required.

CAUTION IS RECOMMENDED WHEN
INSTALLING SURFACE APPLIED HARDWARE
IN AREAS HOLDING SYSTEM WIRING.
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VERIFY CABLE LOCATION
BEFORE MODIFYING DOOR
OR SURFACE APPLICATION
OF HARDWARE.

* BASED ON 3/4" (19) END CHANNEL DEPTH. VARIES FOR HARDWARE MOUNTED IN BOTTOM OF DOOR 
(EG-DOOR BOTTOMS).

** MINIMUM OF THREE HINGES WHEN ELECTROLYNX CABLE IS ORDERED. STANDARD LOCATION SHOWN.
SOME HARDWARE AND TRIM COMBINATIONS WILL REQUIRE MULTIPLE ELECTROLYNX CABLES. 
ADDITIONAL ELECTRIC HINGE PREPARATIONS FOR MULTIPLE ELECTOLYNX CABLES ARE REQUIRED.

AVAILABLE IN THESE
CURRIES DOOR SERIES

707      757
727      847
737      857
747      

CAUTION IS RECOM-
MENDED WHEN
INSTALLING SURFACE
APPLIED HARDWARE
IN AREAS HOLDING
SYSTEM WIRING.

THE CURRIES ELECTROLYNX CABLE IS EQUIPPED WITH THE ELECTROLYNX SYSTEM OF PLUG 
IN CONNECTORS FOR FAST, EASY, CONNECTION TO SIMILARLY EQUIPPED ASSA ABLOY HARDWARE. 

THE ELECTROLYNX CABLE HAS 15 CONDUCTORS OF 22 GA. WIRE IN A PVC JACKET, 
WITH ELECTROLYNX CONNECTORS ON THE HARDWARE PREP END ONLY.
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